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Mr. Carl Spreng 
Rocky Hats Cleanup Agreement Project Coordinator 
Colorado Department of Public Health and Environment 
4300 Cherry Creek Drive South 
Denver, Colorado 80246-1530 

05-DOE40564 

Dear Mr. Spreng: 

Please find enclosed the additional information requested by Mr. David Kruchek. 
Colorado Department of Public Health and Environment, for the Building 707 Closure 
Project, a Type 3 Facility. Also included are figures thaf show the dispositbn of the 
asbestos piping associated with Building 709. 

Questions may be directed to Rich Schassburger, Rocky Flats Project Office, at (303) 
9664888. I 

Enclosure 

cc w/o Encl.: 
S. Nata, K-H, RISS E n V  
J. H c ~ ,  K-H RISS DgiD 
K. Wiemelt. K-H RISS DBd) 

cc w/Encl.: 
D. Kruchek, CDPHE 
M. Aguilar, USEPA 
D. Abelson, RPCIBG 
K. Korkia, RFCAB 
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SUMMARY OF B707 RCRA RESPONSE TO (10/26/05) COMMENTS TO CDPHE 

1) The figures provided do not provide the information requested. Figure 7 does not show all of 
B707, nor all of the facilities included in this report. Figure 7 does not show or identify the 
specific structures removed or remaining, or the information provided in the notes provided on the 
figure (where are “column lines 0.4,0.5, and 1”). As such, please provide an appropriate figure as 
previously requested. 

RESPONSE: 
Figure 7 and 7a (cut sheets) are meant to only show the parts of B707 foundations that were 
removed. This detail was available only due to the land configuration aspects and is not part of 
the Site Engineering documents. The attached Figure 6a is provided to show the cluster in total 
and what was left and what was removed. 

2) Figure 6 does not provide a clear indication of the removed and remaining lines or sections of 
lines, especially associated with structures other than B707 and 778, such as 708,709,711,732, 
731, etc. Since D&D completed all actions associated with this cluster, please provide the 
appropriate information as to the final condition of this area. 

RESPONSE: 
An updated drawing (Figure 621) is provided which should be used in conjunction with Figures 5 & 
6. The text in  the ER closeout report for IHSS 700-3 indicates that some uncontaminated portions 
of the B778 slab remain. However, based on personal interviews and drawings submitted to GIs, 
none of the slab or foundation remain at B778. 



Figure 6A 
Remaining UG 

Utilities/Structures 
for Building 707 Cluster 

EXPLANATION 
- Foundation Drain 
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NOTE: Hatched symbols represent removed 

features: Color indicates utility type. 
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707 - The sanitary sewer system piping was 

removed as shown. All sewer manholes 
have been removed to at least 4 feel below 
grade and the remaining lower portions 
filled with concrete. 
- All piping lines, manholes,and other 
miscellaneous equipment associated with 
the NPWL have been removed. 
- All piping lines, manholes.and other 
miscellaneous equipment associated with 
the OPWL have been removed except s 
shown. Abandoned OPWL lines were 
grouted. 
- All piping lines, manholes,and other 
miscellaneous equipment associated with 
the Domestic Water System were removed 
to 3 feet below grade. Piping lines and 
equipment greater than 3 feet below grade 
were abandoned in place. 
- All sanitary floor drains were disrupted 
and filled with grout. 
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Stale Plane Coordinate Projection 
Colorado Central Zone (3476) 

Datum: NAD27 
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Rocky Flats Environmental Technology Site 
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8707 FOUNDATION REMOVAL N O E S  
1. REMOM FLOOR SLAB AND ALL COMPONENTS ABOVE FINISHED FLOOR SLAB ELEVATION. FIRST 

2. PLACE AND COMPACT SOlL TO FILL PlTS BASQIENTS UNDERPASSE$ VAULTS AND OTHER 

3. AS-BUILT DRAWINGS INDICATE THAT M E  MAXIMUM ELEVATION OF SUBSURFACE FOUNDATIONS 

FLm ELEVATION IS 5989.0 FEET MSL 

SUBSURFACE FEATURES 

MEMBERS (TIE BEMS. PILE CAPS, AND CAISSONS) IS 5987.67 FEET MSL OR 1.33 FEET BELOW 
FINISHED FLOOR SLAB. SUBSURFACE MEMBERS WEST OF COWMN C TO REMAIN IN PIACE. 
FIDD MRlM AND REMOVAL ANY SUBSURFACE COMPONENTS GREATER THAN ELEVATION 
5987.67 FEET MSL FOR CDLUMN UNES A 8. AND C. AND FOR COLUMN UNES 0.4. 0.5. AND 1 

WANlllY OF FILL REWIRE0 IS ESTIMATED TO BE 3.100 CY. 

BOWEEN COLUMNS A AND G  sa^ TO REFILL REMOMD COMPONENTS IS NOT A N n a P A m .  

COLUMN UNES A B. AND c. AND FOR COLUMN UNES 0.4. 0.5. AND i BETWW COLUMNS A 
4. REMOM ALL COLUMNS, PEDESTALS. GRADE BEAMS, AND WALLS TO TOP OF PILE CAPS FOR 

AND G. 

FINISHED FLOOR SURFACE OF PASSAGE ROOF. 
5. REMOVE PASSAGE COORIDOR ROOF AND GRADE BEAMS TO ELFVATION 87.5 (1.5 FEET BELOW 

a lDENTlFlCAllON OF FOUNDATION 
FIDD MRlM AND REMOE AS 
AND 8 ARE WITHIN 3.5 TO 4 

S FRDM AS-BUILT DRAWINGS. 
UNE E BETWW W M N S  1 

IN 
. IN 

COMPONENTS IS ESTIMATED TO BE 1.500 CY. 

LEGEND: 
WSllNG INDEX CONTOUR 

WSllNG INTERMEDIATE CONTOUR 
PAWD ROAD 
UNPAKD ROAD 
FENCE 

WSllNG CULKRT 

PROPOSED LcDe INDEX GRADE 

PROPOSED LCCB INTERMEDIATE GRADE 

PRoposED L a  SPOT ELEVATION 
ORANACE MTCH/CRW ENTER LINE 
PlGlNWED CHANNEL BANK 
FOUNDAnON COUFCNENT TO BE REUOWD 

FOUNDATION COUPONOYT To REMAW IN PIACE 

(NUY OR pmnmy) 


